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Phase 1 Load Transfer
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Overview of Cable work today:

The following work was ongoing today on the Cable:

- Phase-1 load transfer (LT) step 4a-Add was started

- Installation of the suspender jacking brackets at PPs 106 & 110 was completed
- Re-tensioning of cable band (CB) bolts was ongoing

- Misc Cable work for the phase-3 suspenders was ongoing

Today | was inspecting the LT suspender jacking operation on the South cable. Also, | inspected the
installation of PPs 106 & 110 suspender jacking brackets & other misc Cable work. See the diaries of
Laraine Woo & Sami Daouk for additional details for the South cable suspender jacking as they were also
inspecting this work. See the diary of others for information on the North cable suspender jacking, cable
band bolt tensioning, & other misc work.

- | arrived at the pier 7 office at 08:15. | was asked to stagger my shift to a later start time to cover longer
shifts by the contractor.

- From 08:15 until 09:15, | did misc office work at pier 7 (printed paperwork that will be needed during field
inspection, checked email, etc).

- At 09:30, | arrived on the bridge. At this time, they were still working on the installation of the suspender
jacking brackets at PPs 106 & 110.

- From 11:00 until 14:00, they were installing the suspender anchor rods in the North & South side spans.
- From 12:30 until 15:00, one crew was swinging out the phase-3 suspenders from their free-hanging
position, & loosely connecting them to the suspender brackets with chain-falls. | was intermittently
keeping an eye on this operation to make sure that they do not damage the suspender ropes. They
connected the last of the phase-3 suspenders in the North main-span today.

- At 15:00, they had substantially completed the installation of the suspender jacking brackets at PPs 106
& 110 (they still needed to connect the hydraulics). | took some preliminary remaining jacking length
(RJL) measurements at PPs 106S & 110S to see how much they needed to jack to get to step 4a-Add. At
PP110S, they needed 310mm of jacking displacement to get to step 4a-Add. However, at PP106S, the
measurement showed that the RJL was already about 500mm beyond step 4a-add. They will not need to
do any jacking at PP106S until about step 4c-Adj. | asked Victor Altimarano if they had similar numbers
on the North cable, & he mentioned that the North numbers were similar.

- At 16:30, jacking on the LT step 4a-Add suspenders on the South cable was started on the North cable.
- At 17:10, the crews wrapped up their tools to end the shift.

- At 17:30, | left the bridge.

- From 17:40 until 18:00, | wrote my diary for the day & checked email.
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